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Investigation of electrical properties of In/ZnIn2Te4/n-Si/Ag diode
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Abstract. In/ZnIn2Te4/n-Si/Ag diode structure was fabricated by the thermal deposition of a ZnIn2Te4 thin film on
n-Si wafer substrate with Ag metal back contact. The structural characteristics of the film were investigated in terms of
composition, X-ray diffraction and topographic measurements. The diode structure was completed by evaporating In metal
on the film surface as a top contact. The diode parameters as saturation current, barrier height, ideality factor and series
resistance values were determined from the semi-logarithmic forward bias current–voltage characteristics of the diode.
According to the assumption of the thermionic emission model, the ideality factor was found higher than unity and it was
also observed that the barrier height and ideality factor showed a temperature-dependent profile resulting from the non-
ideality in the current–voltage behaviour of the diode. As a result, the model was modified by considering inhomogeneous
barrier formation and Gaussian distribution was expected to be dominant on 1.37 eV mean barrier height with a deviation
of 0.18. In addition, the voltage dependence of these Gaussian diode parameters was investigated. The forward and reverse
bias capacitance and conductance measurements showed that there was a slight change in capacitance values with frequency
whereas the conductance values decreased with increase in frequency. In addition to the current–voltage analysis, the
distribution of density of interface states and the values of series resistance were evaluated as a function of bias voltage and
frequency.
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1. Introduction

Among II–VI group of compounds, the structure of zinc
telluride (ZnTe) has been a focus of interest as an attractive
material for a variety of electronic applications [1–3]. It is a
direct band gap material with a high absorption coefficient
and therefore, it has attracted attention as a highly suitable
material for the fabrication of optoelectronic devices such
as green light emitting diodes [4], electro-optic broadband
detector [5] and it is also used in the generation of broad-
band mid-infrared radiation [6]. In photovoltaic applications,
to obtain higher efficiency, ZnTe thin film buffer layers are
used in CdTe-based diodes [7] and since it is a wide band gap
material, it can be used as a window film layer in tandem solar
cells [2]. On the other hand, due to high resistive behaviour, in
recent years, the dopants from group-I (Ag, Cu) and group-III
(Al, Ga and In) have been used to tune its electronic prop-
erties [8–10]. In this case, there are several studies on its
ternary analogous as ZnIn2Te4 (ZIT) introducing In to this
binary compound of ZnTe [11–17]. It is a ternary alloy which
belongs to AIIBIII

2 CVI
4 chalcopyrite family where A = Zn, Cd,

Hg; B = In, Ga; C = Se, S, Te [13,18,19]. In recent years,
many studies have reported growing interest in this group of
compounds due to their potential device applications. In the
literature, there are several studies on material characteristics

of CuInTe2, AgInTe2, CdIn2Te4, HgIn2Te4 and also ZnIn2Te4

[20–26]. However, this type of investigation would primarily
require a rigorous study of Si-based heterojunction. Based on
similar studies on ZnTe–Si diode [2,27], the present paper
reports one such attempt of preparation and characterization
of the In/ZIT/Si/Ag diode.

With very little information about the properties of ZIT, it
is known that it crystallizes into a structure belonging to the
tetragonal space group S2

4 with lattice parameters a = 6.1 Å
and c = 12.6 Å and it can be classified as an ideal chalcopy-
rite structure with the ratio of these lattice parameters, c ∼ 2a
[14,16]. Being a defective chalcopyrite type structure, most
of the studies have been focussed on the material properties,
especially optical behaviour and electronic band structure. In
addition to these studies, with optimizing the material charac-
teristics of the layers, it can be used in electronic applications.
The performance of the fabricated devices mostly depends on
the formation of barrier, parasitic resistance effects on the
current flow and also a possible interface layer and the dis-
tribution of the interface states at the junction. Therefore, a
detailed analysis of the diode structure extracting its main
diode parameters is essential to understand the current con-
duction process.

In this work, ZIT thin films were deposited by using its
elemental evaporation sources in an optimized stacked layer
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sequence. It is a simple and low cost thin film deposition
method common to achieve the desired stoichiometry in films
with control on each layer deposition and therefore, con-
tributes to the final structure. Towards the aim of investigating
the electrical characteristics of the In/ZIT/Si/Ag heterostruc-
ture, film layer was deposited on n-Si wafer substrate with
Ag back contact. To the best of our knowledge, In/ZIT/Si/Ag
diode has not been reported yet and in the present work,
experimental current–voltage (I–V ) behaviour of the diode is
detailed with extracting barrier parameters, and approximated
to the pre-dominant conduction mechanism on the current
flow through the junction under the effect of change in tem-
perature. Additionally, capacitance and conductance profiles
depending on bias voltage and frequency were investigated
to discuss the possible interfacial state and series resistance
effects in the diode.

2. Experimental

The ZIT thin films were prepared by using a physical vapour
deposition system having four furnace type effusion cells. For
the thin film deposition process, the desired ternary compound
was grown using a multi-stage process involving the sequen-
tial evaporation of elemental Zn, In and Te sources. The layer
thickness optimization of each evaporation source was carried
out by conducting several deposition cycles to be sure about
the sequential growth parameters of each layer. Firstly, the
growth of each element was carried out separately. Evapora-
tion source power and growth rate were adjusted by measuring
the thickness of each growth after deposition. Then, the final
parameters were obtained by comparing the thicknesses of
in-situ quartz crystal reading and actual thickness reading
using a Dektak 6 M profilometer. During the deposition, the
substrate temperature was kept constant at about 200◦C. To
obtain the stoichiometric compound, the source fluxes were
adjusted using the temperature control of the effusion cells
to maintain constant evaporation rates during the deposition
of the optimized stacked sequence of the layers, following
the order of Te/In/Zn with a top Te-film layer. Therefore, the
study given in this paper includes the results of the typical
samples within the analyses carried out on the several differ-
ent deposited samples. The result of energy dispersive X-ray
spectroscopy (EDS) analysis at 10 kV for the ZIT layer is
presented as an inset in figure 1a. The presented spectrum
showed that the film layer was composed of the constituent
elements and the atomic percentages obtained from the quan-
titative analysis of this spectrum were in stoichiometry and
no trace of any impurity atoms was detected.

In this work, about 500 nm ZIT thin film layers were
deposited on a 600 μm thick, (111) oriented n-type
(P-doped) crystalline Si wafer with the resistivity value of
1–10 (� cm). Before the film deposition, the complete back
side of the Si wafer substrate was thermally coated with Ag
metal to form an ohmic contact and then subsequent

annealing treatment was performed at 450◦C under the
nitrogen atmosphere to enhance the contact formation on the
substrate surface. Stoichiometry of the atomic composition of
the deposited film layer was verified by a Zeiss HD15 model
scanning electron microscope equipped with an EDS system.
Additionally, X-ray diffraction (XRD) measurements were
carried out by a benchtop Rigaku Miniflex XRD analyzer with
1.54 Å CuKα radiation. The surface morphology of the thin
films was studied by atomic force microscopy (AFM) using a
Veeco Multimode V system. To complete the diode, the front
surface of the obtained ZIT/Si/Ag was deposited with a
200 nm In top contact layer through a shadow mask in a
circular dot contact shape of 0.2 mm diameter by a thermal
evaporation method. After this deposition, the complete struc-
ture was annealed at 100◦C under a nitrogen atmosphere to
improve the adhesion of the top metal contact on the ZIT
film surface. The electrical characteristics of the In/ZIT/Si/Ag
heterostructure were analysed by temperature-dependent
current–voltage (I –V ) and frequency-dependent capacitance–
voltage (C–V ) and conductance–voltage (G/ω−V ) measure-
ments. The I–V measurements were carried out by using
a Keithley 2401 sourcemeter as a source/measure unit and
CTI-cryogenics model 22 refrigerator system combined with
a model SC helium compressor to scan the diode temper-
ature from 220 to 360 K with the help of a Lakeshore
DRC-91C controller. In addition, C–V and G/ω−V measure-
ments were performed by using a Hewlett Packard 4192A
LF model impedance analyzer under room temperature
conditions.

3. Results and discussion

The XRD pattern of the film revealed the polycrystalline
nature of the tetragonal structure along with the (112) main
orientation direction (figure 1a). The high intensity reflec-
tion was obtained at a major peak 2θ ∼= 25◦ indicating
the preferred orientation and the second characteristics peak
indexed as (220) at about 2θ ∼= 42◦ was also observed in
the diffraction profile [15,17]. Except for these characteris-
tic peaks, there were no other extra diffraction peaks in the
XRD pattern coming from the formation of additional mix-
ture of crystalline phases different than the expected ternary
structure. AFM measurements were used to construct the
topographic profile of the film surface. With several mea-
surements, the homogeneity of the surface was confirmed
with uniform and nearly smooth characteristics as shown in
figure 1b.

To characterize the electrical properties of the fabricated
ZIT/Si diode prepared with Ag back and In front metal con-
tacts, the temperature-dependent I–V measurements were
carried out in the temperature interval of 220–360 K. As
shown in figure 2, the fabricated structure demonstrates a
good rectifying behaviour indicating a typical Schottky diode
over a wide range of ambient temperature. In an ideal case,
the current flow mechanism through a diode usually follows
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Figure 1. (a) XRD profile for the crystalline structure and (b) three-dimensional surface image for the
morphological analyses of the film layer.

the model proposed with a thermionic emission (TE)
mechanism [28]. According to this approach, the forward
current in an exponential behaviour related to the bias voltage
is assumed as the conduction that can occur mainly due to TE

of majority carriers in the diode with carrier diffusion. This
relation between forward bias voltage (V ) and resulting
current (I ) flow in the diode can be approximated with
the voltage-independent barrier height and ideality factor, to
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Figure 2. Semi-logarithmic plots of forward and reverse bias
current–voltage characteristics of the diode at different ambient tem-
peratures.

obtain an insight into the diode behaviour and the electrical
parameters as:

I = I0

[
exp

(
qV

nkT

)
− 1

]
, (1)

where I0 is the reverse saturation current at zero-bias, q the
electronic charge, k the Boltzmann constant, T the applied
diode temperature in Kelvin and n the dimensionless ideality
factor that determines the deviation from pure TE approxima-
tion. Since it was derived from the assumption that the barrier
height is much larger than temperature term, this expres-
sion was used in the case of the current through the junction
at a forward bias V ≥ 3kT to neglect the reverse current
contribution [28]. In addition, since it is based on the pure
TE approximation with unity n, a possibility of the devia-
tion from this model is usually added with the term n in
which the variation from the unity can be attributed to the
contribution of the other conduction mechanisms to the car-
rier transport in the junction region and the presence of the

interfacial states. From the experimental I–V data, I0 values
were found as a result of the straight line fitting process of
semi-logarithmic forward bias I–V plot at zero-voltage
(table 1) and its temperature dependence can be expressed
by,

I0 = AA∗T 2exp

(−q�B0

kT

)
(2)

where A is the effective diode area, A∗ the effective Richard-
son constant and �B0 the zero-bias barrier height. Following
this analysis, the temperature-dependent �B0 values were cal-
culated by using equation (2) with the expected A∗ value for
effective semiconducting layer at each T region. The experi-
mental values of �B0 were found in increasing the behaviour
in the range from 0.53 to 0.88 with increase in T as given in
table 1.

From I–V relationship of an ideal diode structure, n gener-
ally has a value in the interval of 1 and 2 depending on whether
diffusion or recombination current dominates the current flow
[28–30]. However, practically, it can help to evaluate the ide-
ality of the fabricated diode structure and also examine the
possible current transport mechanism in this diode structure
by applying the I−V relation given in equation (1). The val-
ues of n were obtained from the slope of the linear region in
ln I−V (figure 2) plot depending on applied T as,

n = q

kT

(
dV

d ln (I )

)
, (3)

and the results are listed in table 1. In the experimental case, n
is expected to be in a value greater than unity due to the effect
of series resistance Rs, possible interfacial thin native oxide
layer, and non-uniformity in the barrier with a wide distribu-
tion of barrier patches [31]. As listed in table 1, the values of
�B0 and n were found in strong temperature behaviour and
with decrease in T , the observations on the decrease in �B0

and increase in n values can be the indication of a particu-
lar distribution of interface states and native insulator layer
in the junction region [31–33]. According to the results of
the I–V analysis, the conduction mechanism operating in this

Table 1. Calculated electrical parameters of the diode by using TE model.

Temperature
(T in K)

Saturation current
(I0 in A)

Barrier height
(�B0 in eV)

Ideality factor
(n)

Series resistance
(Rs in �)

360 1.12 × 10−7 0.88 2.96 12.9
340 7.26 × 10−8 0.84 3.12 13.1
320 4.63 × 10−8 0.80 3.27 14.5
300 2.77 × 10−8 0.76 3.46 16.6
280 1.55 × 10−8 0.72 3.70 20.8
260 1.25 × 10−8 0.67 3.95 22.6
240 6.11 × 10−9 0.62 4.28 23.8
220 3.29 × 10−9 0.56 4.64 27.4
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Figure 3. Relation between zero-bias barrier height and ideality
factor of the diode at each working temperature step.

structure could be predominated by TE; however, due to the
high values of n, it can also be attributed to the inhomogeneity
in the barrier with the existence of low barrier patches
[34,35]. In the high T region, increase in T can provide
sufficient energy to the carriers to overcome the barrier height
which also takes higher values depending on T . On the other
hand, at low T region, carriers cannot gain sufficient energy
from T , and therefore, the carriers can pass through the low
barrier distributed in the junction at lower temperatures.

Additionally, apart from the ideal case, due to the experi-
mental nature, the parasitic resistances can cause the voltage
drop and affect the performance of the diode. It is noted
that the diode parameters were calculated using TE from the
low bias region, in which the I–V relation is linear without
the resistance effect. These values can be determined at the
higher bias voltage region where they reach a saturation value
for each temperature step [36]. Therefore, in the downward
curvature of the forward bias region, the values of Rs were
calculated by parasitic resistance analysis as proposed by Che-
ung and Cheung [37]. In fact, the effects of these resistances
can be observed in the output characteristics of the diode in
which it mainly occurs due to the resistance of the diode mate-
rial and metallic contact and it is responsible for the ohmic
loss in the diode [28,38]. The obtained values as a function of
temperature are listed in table 1, and the experimental analysis
shows that these values decrease with increasing T as a con-
sequence of an increase in the number or density of the free
charge carriers, either by bond breaking or by the de-trapping
mechanism [35]. As a linear relationship between �B0 and n
was observed, it was used to investigate the degree of barrier
height variation under the consideration of Tung’s model [39].
As shown in figure 3, the analysis of the straight line of the
plot �B0 vs. n at n = 1 gave the value for a laterally homoge-
neous barrier height around 1.20 eV. As a result, the decrease
of �B0 and increase of n especially at lower temperatures
can be explained by the possible causes depending on the

inhomogeneity in barrier height and distribution of interface
state density (Dit) [40].

Although the dominant mechanism was approximated to be
a TE model, the obtained abnormal I–V characteristic of the
diode can be modelled by considering the fluctuations due to
the barrier inhomogeneity and suggesting Gaussian distribu-
tion (GD) in barrier height with a mean barrier height �̄B0 and
standard deviation σ0 [29,32,33,35]. Based on this approach,
the total current flow through the barrier at forward bias volt-
age can be re-written with the modified barrier expression
as,

I = AA∗T 2exp

[(
−qV

kT

) (
�̄B0 − qσ2

0

2kT

)]

×exp

(
qV

napkT

) [
1 − exp

(
−qV

kT

)]
, (4)

with modified reverse saturation current expression as

I0 = AA∗T 2exp

(
−q�ap

kT

)
, (5)

where �ap and nap are the apparent barrier height and appar-
ent ideality factor, respectively. According to this model, the
inhomogeneous barrier height formation in the diode can be
expressed as:

�ap = �̄B0 − qσ2
0

2kT
, (6)

and in this relation σ0 indicates the deviation from the homo-
geneity of barrier height in the diode. To examine the barrier
height as a Gaussian function, the relation between �B0 and
q/2kT is plotted as shown in figure 4a, and it is expected
to be in a straight line behaviour. As shown in figure 4a,
the parameters of the GD in barrier height, �̄B0 and σ0

were found from the intercept and the slope of this plot as
1.37 eV and 0.18, respectively. As a result of this analysis,
the deviation from the mean is about 13% and since σ0 is not
small compared to the mean value, can be the indication of
effect of an interfacial layer with inhomogeneities having a
single GD of barrier height in the diode [35,41]. As expressed
in equation (4), the voltage effect in n values can be formu-
lated by the bias-dependent Gaussian coefficients as,

(
1

nap
− 1

)
= −ρ2 + qρ3

2kT
, (7)

where nap is a voltage-independent parameter. In this case,
both the Gaussian parameters are assumed to be bias-
dependent in which ρ2 and ρ3 are the bias voltage coefficients
of �̄B0 and σ0, respectively. Additionally, these coefficients
can be used to discuss the voltage deformation of the barrier
height distribution in the diode. The observed linear relation
found in the

(
n−1 − 1

)
vs. q/2kT plot (figure 4b) presents the
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Figure 4. The variation in (a) zero-bias apparent barrier height and
(b) ideality factor of the diode with inverse temperature at different
ambient temperatures.

temperature dependence of n, and from the slope and intercept
of the fitting process ρ2 and ρ3 were determined as 0.0119 and
-0.4767, respectively.

Mainly as a result of high T dependence of n, the conven-
tional Richardson plot is not expected to be in a straight line
[42]. Although the main parameters were assumed by using
TE model (equation (1)), due to the observed variations in
�B0 and n with T , in accordance with the assumed model
related to the barrier inhomogeneity, A∗ can be approximated
from the modified current relation given in equation (4) as,

(
I0

T 2

)
−

(
q2σ2

0

2k2T 2

)
= ln

(
AA∗) − q�̄B0

K T
. (8)

As a result of the linear relation found in the modified acti-
vation energy plot (figure 5) [43], �̄ and modified A∗ values
were approximated as about 1.38 eV and 117.9 A cm−2 K−2

in close agreement with the expected values from the analy-
sis of equation (4) and the literature studies [28,32]. Thus,
the compatible values found in the analysis of A∗ can be
the indication of the achievement in TE theory with GD of

Figure 5. Richardson plot of the ln (I0/T 2)−(q2σ2
0)/(2k2T 2) vs.

q/kT for the diode.

Figure 6. The energy distribution of the interface states obtained
from the forward bias current–voltage characteristics of the diode at
different ambient temperatures.

inhomogeneous barrier height to explain the transport
mechanism in the fabricated diode structure.

As mentioned in the analysis of the possible transport
mechanism, the higher value of n can be attributed to the
deviation from TE model. With the assumption of the inho-
mogeneous barrier formation in the diode, it can be due to the
nature of interfacial layer, distribution of interface traps and
their restructuring and reordering depending on the tempera-
ture variations [41,44]. Considering the Card and Rhoderick’s
model, the density distribution curves of the interface state
Dit in equilibrium with the semiconductor can be determined
from the forward bias I–V characteristics at each T [45]. The
distribution profiles of the calculated Dit values as a function
the energy of interface states with respect to the conduction
band, Ec − Ess are shown in figure 6 for each T . As shown in
this figure, the values of Dit take lower values with increasing
temperature under the effect of localized trap levels [46].
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Figure 7. Forward and reverse biases: (a) capacitance–voltage and
(b) conductance–voltage plots of the diode at room temperature.

In the case of electrical measurements, the
capacitance–voltage (C–V ) and conductance–voltage
(G/ω−V ) profiles of the diode as a function of applied fre-
quency at room T are shown in figure 7. As given in these
figures, these values demonstrate variation as a function of
the bias voltage, and although there is a slight response in the
C−V behaviour to the change in the frequency, G/ω−V val-
ues increases with decrease in frequency. With the frequency
dispersion observed in G/ω−V values, it can be concluded
that the effect of series resistance is not small enough to be
neglected and that it becomes effective as compared to the
interface states due to low impedance of the diode. Addi-
tionally, these capacitive and conductive behaviours may be
different at the frequency spectra, depending on the relaxation
time of interface states and the frequency of the ac signal [47].
The capacitive effect of the interface states was observed at
lower frequencies in which they can follow the applied AC
signal. On the other hand, at sufficiently high frequencies,
these values reach a constant value as the indication of inef-
fective behaviour of the interface states does not contribute
to the total diode capacitance [28]. In addition to the anal-
ysis from I–V data, the distribution of Dit can be evaluated
by using both high–low frequency capacitances (CHF−CLF)

Figure 8. Density of interface state profiles obtained by (a) high–
low frequency capacitance and (b) Hill–Coleman models.

and Hill–Coleman methods as a reason of these observed
fluctuations [48–51].

According to the CHF−CLF model, the interfacial layer
capacitance is assumed to be in a series connection with the
capacitance of the interface states and the space charge capac-
itance. Thus, the effect of Dit on the capacitance behaviour
(Cit) can be described as,

Cit =
[

1

CLF
− 1

Ci

]−1

−
[

1

CHF
− 1

Ci

]−1

, (9)

where CHF and CLF are the highest and lowest capacitance
values measured, and Ci is the capacitance of the interfacial
layer [48–50]. As illustrated in figure 8a, Dit values calculated
by applying CHF−CLF model, increase with increase in bias
voltage and its distribution profile can be the indication of the
continuum or bands of interfacial states [32,52]. In addition
to these voltage-dependent Dit values, frequency-dependent
profile was investigated by Hill–Coleman method as,

Cit = (Gm/ω)max(
(Gm/ω)max /Ci

)2 + (1 − Cm/Ci)
2
, (10)
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Figure 9. Frequency dependence of series resistance of the diode
derived from the frequency-dependent room temperature capaci-
tance and conductance measurements.

where Cm and Gm are the experimental (measured)
capacitance and conductance values, respectively [51]. As a
result of this analysis, Dit values were found in exponentially
decreasing behaviour with increase in the applied frequency
as a consequence of response of these states to the variation
in frequency. Moreover, in the strong accumulation region, at
the high frequency values, the frequency dependence of Rs

is discussed from the admittance characteristics of the diode
from the following relation [53],

Rs = Gm

(Gm)2 + (ωCm)2 . (11)

On the contrary to the parasitic resistance calculation at the
saturation region, this expression gives the values for all bias
voltages. From this analysis, the obtained values are given
in figure 9 as a function of frequency, and these experimen-
tal values of Rs are slightly depending on frequency could
be attributed to the insulator layer and the distribution Dit

[54].

4. Conclusions

The polycrystalline ZIT thin film was uniformly deposited
on n-Si and the obtained In/ZIT/Si/Ag diode structure was
characterized in terms of temperature-dependent I–V and
frequency-dependent C–V and G/ω−V measurements. �B0

and n were derived from the prediction on ideal TE model
and in addition to the high n values from the unity, these val-
ues were found in temperature-dependent characteristics. As
a result of this abnormal forward bias I–V behaviour, the cur-
rent conduction mechanism was modelled by TE, considering
GD distribution in the barrier height. This modification was

attributed to the presence of the interfacial layer at the junction
interface, a distribution of the patches with inhomogeneity in
the barrier, the Rs effect. Therefore, including the assumption
with Gaussian function, the parameters were found to be in
good agreement with the literature. The distribution profile
of Dit obtained from I–V measurements showed a decreas-
ing behaviour with increase in T and the experimental values
were found to be in good agreement with C–V analysis. It was
observed that the variation in the applied frequency slightly
affects the capacitance values and the higher values at low fre-
quencies can be the indication of the effects of the interface
states.

Acknowledgements

We would like to thank M Parlak for his assistance and
guidance in the experiments which were carried out in the
Department of Physics, Center for Solar Energy Research and
Applications (GÜNAM) at Middle East Technical University.

References

[1] Seyam M A M, El-Shair H T and Salem G F 2008 Eur. Phys.
J. Appl. Phys. 41 221

[2] Rao G K, Bangera K V and Shivakumar G K 2013 Curr. Appl.
Phys. 13 298

[3] Acharya K P, Erlacher A and Ullrich B 2007 Thin Solid
Films 515 4066

[4] Yoshino K, Memon A, Yoneta M, Ohmori K, Saito H and
Ohishi M 2002 Phys. Status Solidi B 229 977

[5] Wu Q, Litz M and Zhang X-C 1996 Appl. Phys. Lett. 68 2924
[6] Guo Q, Kume Y, Fukuhara Y, Tanaka T, Nishio M, Ogawa H

et al 2007 Solid State Commun. 141 188
[7] Spath B, Fritsche J, Sauberlich F, Klein A and Jaegermann W

2005 Thin Solid Films 480 204
[8] Park C H and Chadi D J 1995 Phys. Rev. B 52 11884
[9] Bose D N and Bhunia S 2005 Bull. Mater. Sci. 28 647

[10] Aqili A K S, Saleh A J, Ali Z and Al-Omari S 2012 J. Alloys
Compd. 520 83

[11] Manca P, Raga F and Spiga A 1973 Phys. Status Solidi A 16
K105

[12] Manca P, Raga F and Spiga A 1974 Nuovo Cimento B 19 15
[13] Neumann H, Kissinger W and Levy F 1990 Cryst. Res. Tech-

nol. 25 1189
[14] Neumann H, Kissinger W, Levy F, Sobotta H and Riede V 1990

Cryst. Res. Technol. 25 841
[15] Matsumoto Y, Ozaki S and Adachi S 1999 J. Appl. Phys. 86

3705
[16] Ozaki S and Adachi S 2001 Phys. Rev. B 64 085208
[17] Gullu H H, Bayrakli O, Candan I, Coskun E and Parlak M 2013

J. Alloys Compd. 566 83
[18] Shay J L and Wernick J H 1975 Ternary chalcopyrite semi-

conductors: growth, electronic properties and applications
(Oxford: Pergamon Press)

[19] Yadav S P, Shinde P S, Rajpure K Y and Bhosale C H 2008
Sol. Energy Mater. Sol. Cells 92 453



Bull. Mater. Sci. (2019) 42:89 Page 9 of 9 89

[20] Gentile A L 1985 Prog. Cryst. Growth Charact. 10 241
[21] Miller A, Lockwood D J, Mackinnon A and Weaire D J 1976

J. Phys. C 9 2997
[22] Samanta L K, Ghosh D K and Ghosh P S 1989 Phys. Rev. B 39

10261
[23] Radautsan S I, Georgobiani A N and Tiginyanu I M 1985 Prog.

Cryst. Growth Charact. 10 40
[24] Liu R, Xi L, Liu H, Shi X, Zhang W and Chen L 2012 Chem.

Commun. 48 3818
[25] Luo L, Jie W, Xu Y, He Y, Xu L and Fu L 2014 CrystEngComm

33 7660
[26] Zhang S and Shi L 2018 Int. J. Mod. Phys. 32 1850026
[27] Qui K, Li L, Huang J, Tang K, Zhang X, Cao M et al 2017

Surf. Coat. Technol. 320 153
[28] Sze S M and Kwok K N 2010 Physics of semiconductor devices

(USA: Wiley)
[29] Yıldız D E, Altindal S and Kanbur H 2008 J. Appl. Phys. 103

124502
[30] Dokme I 2011 Microelectron. Reliab. 51 360
[31] Altindal S, Karadeniz S, Tugluoglu N and Tataroglu A 2003

Solid State Electron. 47 1847
[32] Gullu H H, Bayrakli O, Yildiz D E and Parlak M 2017 J. Mater.

Sci. Mater. Electron. 28 17806
[33] Terlemezoglu M, Bayrakli O, Gullu H H, Colakoglu T, Yildiz

D E and Parlak M 2018 J. Mater. Sci. Mater. Electron. 29 5264
[34] Altuntas H, Altindal S, Shtrikman H and Ozcelik S 2009 Micro-

electron. Reliab. 49 904
[35] Pur F Z and Tataroglu A 2012 Phys. Scr. 86 035802

[36] Kaleli M, Parlak M and Ercelebi C 2011 Semicond. Sci. Tech-
nol. 26 105013

[37] Cheung S K and Cheung N W 1986 Appl. Phys. Lett. 49 85
[38] Schroder D K 2006 Semiconductor material and device char-

acterization (New Jersey: Wiley)
[39] Tung R T 1992 Phys. Rev. B 45 13509
[40] Chand S and Kumar J 1995 Semicond. Sci. Technol. 10 1680
[41] Werner J H and Guttler H H 1991 J. Appl. Phys. 69 1552
[42] Mtangi W, Aurat F D, Nyamhere C, Janse van Rensburg P J,

Diale M and Chawanda A 2009 Physica B 404 1092
[43] Kumar A, Sharma K K, Kumar F, Chand S and Kumar A 2017

J. Electron. Mater. 46 6423
[44] Chattopadhyay P and Daw A N 1986 Solid State Electron. 29

555
[45] Card H C and Rhoderick E H 1971 J. Phys. D: Appl. Phys. 4

1589
[46] Tataroglu A and Altindal S 2009 J. Alloys Compd. 484 405
[47] Kim C Y, Lee H S, Woo J-K, Choi C K, Navamathavan R, Lee

K-M et al 2010 J. Korean Phys. Soc. 57 1976
[48] Tataroglu A and Altindal S 2008 Microelectron. Eng. 85 2256
[49] Castagne R and Vapaille A 1971 Surf. Sci. 28 175
[50] Hung K K and Cheng Y C 1987 J. Appl. Phys. 62 4204
[51] Hill W A and Coleman C C 1980 Solid State Electron. 23 987
[52] Kar S and Dahlke W E 1972 Solid State Electron. 15 221
[53] Nicollian E H and Brews J R 1982 MOS (metal oxide semicon-

ductor) physics and technology (New York: Wiley)
[54] Farag A A M, Gunduz B, Yakuphanoglu F and Farooq W A

2010 Synth. Met. 160 2259



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Gray Gamma 2.2)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (ISO Coated v2 300% \050ECI\051)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.3
  /CompressObjects /Off
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages false
  /CreateJobTicket false
  /DefaultRenderingIntent /Perceptual
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams true
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts false
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Remove
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /Warning
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 600
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.01667
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /Warning
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 600
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 2.03333
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /Warning
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 2250
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (sRGB IEC61966-2.1)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<


    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e55464e1a65876863768467e5770b548c62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200036002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc666e901a554652d965874ef6768467e5770b548c52175370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200036002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /ESP <>
    /ETI <>
    /FRA <>



    /HUN <>
    /ITA (Utilizzare queste impostazioni per creare documenti Adobe PDF adatti per visualizzare e stampare documenti aziendali in modo affidabile. I documenti PDF creati possono essere aperti con Acrobat e Adobe Reader 6.0 e versioni successive.)
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020be44c988b2c8c2a40020bb38c11cb97c0020c548c815c801c73cb85c0020bcf4ace00020c778c1c4d558b2940020b3700020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200036002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken waarmee zakelijke documenten betrouwbaar kunnen worden weergegeven en afgedrukt. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 6.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>


    /SKY <>

    /SUO <>
    /SVE <>
    /TUR <>

    /DEU <>
    /ENU <>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [595.276 841.890]
>> setpagedevice


		2019-04-29T12:34:37+0530
	Preflight Ticket Signature




