
 

 
Associated Research 

13860 West Laurel Drive - Lake Forest, IL 60045 USA 
T. 1-847-367-4077   www.arisafety.com 

Using the SC6540 Modular Scanning Matrix 
A Reference Guide 

Introduction 

Scanner Configurations 

Power Module 

http://arisafety.com/products/multiplexers/
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Scanner Modules 

Scanner Models 

Module A 

Module B 

Input Control Bus 
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Selecting the Correct SC6540 Scanner 

1.)  
 

 

Using a Local Secondary Scanner with an Associated Research, Inc. Instrument 

Using a Main Scanner with an Associated Research Instrument 
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Note: This is opposite to what the ON position indicates on the actual DIP switch itself. 

 
Note: The GPIB address of the Scanner must be set before power is applied. 

 
Note: A default address of 9 is set upon shipment from the factory. 

Using a Remote Secondary Scanner with a Main Scanner 

 

PIN 1 = 1 
PIN 2 = 2 
PIN 3 = 4 
PIN 4 = 8 
PIN 5 = 16 
 

GPIB Address 
Bit Values 
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Note: This is opposite to what the ON position indicates on the actual DIP 

switch itself. 

 
 
 
 
Addressing a System with Multiple GB and HV Modules 

Virtual Address Bit Values 

PIN 1 = 1 PIN 5 = 1 
PIN 2 = 2 PIN 6 = 2 
PIN 3 = 4 PIN 7 = 4 
PIN 4 = 8 PIN 8 = 8 
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